


NDP-25BAN UL 

NDP-20BAN UL 

Your local distributor: 

Form#UL0802 Note:  Due to Yamada’s continued commitment to product improvement, specifications may change without notice. 

Specifications NDP-20BAN-UL NDP-25BAN-UL 

PORT SIZE 3/4” 1” 

Elastomer Material Buna N Buna N 

Discharge Volume/Cycle 0.14 gal. (530cc) 0.23 gal. (862cc) 

Maximum Cycle/Minute 135 168 

Port Dimensions: 
Fluid Inlet & Discharge 
 
Air Inlet 
 
Air Exhaust 

3/4” female NPT 1” female NPT 

1/4” female NPT 3/8” female NPT 

3/4” female NPT 3/4” female NPT 

Maximum Solid Size <1/16” (1.6mm) <3/16” (4.8mm) 

Air Supply Pressure 70 PSI 70 PSI 

Net Weight 18.1 Lbs. (8.2 kg.) 28.6 Lbs. (13.0 kg.) 

LISTED  
AIR OPERATED 

DIAPHRAGM PUMPS FOR 
PETROLEUM PRODUCTS 19GL 

NDP-20BA UL 

NDP-25BA UL 

Curves based on 70°F  
water, 1Ft. flooded suction. 
Note:  UL 79 Requirements 
restrict discharge Pressure 

to no more than 50 PSI 


